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Popis výrobku
Immax NEO Lite Smart IR ovladač je infračervený dálkový 
ovladač, který Vám umožní odkudkoliv sledovat a ovládat 
pomocí aplikace Immax Neo Pro vaše domácí spotřebiče, 
které podporují přenos pomocí infračerveného signálu, 
jako jsou televize, TV box, DVD přehrávače, klimatizace, 
ventilátor, a jiné spotřebiče.

IR ovladač
Uživatelský manuál

Příprava k použití
Připojte zařízení k napájecímu zdroji a zkontrolujte, že 
chytré zařízení máte připojené k WiFi síti (2,4GHz).
Stáhněte a nainstalujte aplikaci Immax Neo Pro z Google 
play nebo Apple store. Pokud nemáte zřízený účet na 
Immax Neo Pro, tak se zaregistrujte a poté přihlaste do 
aplikace.

Zprovoznění
Klikněte na „+“ v pravém horním rohu aplikace pro 
přidání nového zařízení.
Ze seznamu zvolte IR dálkové ovládání.
Pokračujte dle instrukcí v aplikaci.

Reset zařízení – držte resetovací tlačítko déle než 5 
vteřin, dokud se nerozbliká kontrolka napájení.

Technická speci�kace:
WiFi: 802.11 b / g / n
Podpora: IOS7 a vyšší, Android 4.0 a vyšší
Provozní teplota: -10 ° C + 45 ° C
Materiál: plast
Stupeň krytí: IP20
Napájení: DC 5V / 1A
Spotřeba energie: 0,3W
Rozměry: 70x70x24mm

Kontrolka
přípojení

Napájení Resetovací
tlačítko

Product description
Immax NEO Lite Intelligent IR Controller is an infrared 
remote control that allows you to reveal and control 
Immax Neo Your home appliance that supports infrared 
transmission such as TV, TV box, DVD player, air 
conditioner, fan, and other appliances.

IR remote
User manual

Preparation for use
Connect the device to a power source and connect so 
that the smart device is connected to a WiFi network 
(2.4 GHz).
Download Immax Neo Pro apps from Google Play or 
Apple store. If you have an Immax Neo Pro account, 
register and log in to the app.

Putting into operation
Click "+" in the top right corner of the app for the new 
device.
From the list of available IR remote controls.
Follow the instructions in the application.

Device Reset - Press and hold the reset button for more 
than 5 seconds until the control device does not �ash.

Technical speci�cations:
WiFi: 802.11 b/g/n
Support: iOS7 and higher, Android 4.0 and higher
Operating temperature:  -10°C + 45°C
Material: plastic
Degree of protection: IP20
Energy management: DC 5V/1A
Power consumption: 0.3W
Dimensions: 70x70x24mm

Control
indicator
connection

Power Reset button

QR kód pro stažení aplikace

QR code for application download


